
DOUBLE LOCK SEAL 
LIGHT DUTY

Features
      Its self locking conventional & single point locking design ensure tamper evident application 
      just by inserting serrated strap (length) inside the locking head
      Length can be adjusted to required diameter
      Identification (marking) tag offers enough space for laser marking logos and numbering
      Contains no metal parts & it is recyclable

Specification
Material:                 
Color:    
                  
Operating Temp:    
Marking: 

Installation:             
Test Certificate:      
Packing:                   
Unit:                         

Nylon or Polypropylene (PP)
Ÿ Red, Yellow, Blue, Green, Orange, White are standard colors.
Ÿ Other colors available upon request

0 0-40 C to +85 C
Ÿ Offer laser marking for company logo, custom text, and custom 

numbering
Ÿ Hot stamp marking is available against specific requirement
No tool required

100 pcs bag in all sizes 
100 Pcs/Pkt 

Size 
L x W (mm)

160 x 3.4

160 x 3.4

160 x 3.4

160 x 3.4

240 x 3.4

240 x 3.4

240 x 3.4

240 x 3.4

400 x 3.4

400 x 3.4

400 x 3.4

400 x 3.4

Material

NYLON

POLYPROPYLENE

NYLON

POLYPROPYLENE

NYLON

POLYPROPYLENE

NYLON

POLYPROPYLENE

NYLON

POLYPROPYLENE

NYLON

POLYPROPYLENE

Tensile Strength 
Kgs (lbs)

18

12

18

12

18

12

18

12

18

12

18

12

Tag Marking Space 
on Front  (L x W)

24 x 11

24 x 11

26 x 9

26 x 9

24 x 11

24 x 11

26 x 9

26 x 9

24 x 11

24 x 11

26 x 9

26 x 9

Tag Marking Space 
on Back  (L x W)

30 x 11

30 x 11

30 x 9

30 x 9

30 x 11

30 x 11

30 x 9

30 x 9

30 x 11

30 x 11

30 x 9

30 x 9

Single Side Laser 
Marking

SSD-1603LS

SSD-1603PLS

SSDR-1603LS

SSDR-1603PLS

SSD-2403LS

SSD-2403PLS

SSDR-2403LS

SSDR-2403PLS

SSD-4003LS

SSD-4003PLS

SSDR-4003LS

SSDR-4003PLS

Application 
     For sealing doors, bags, and drums

Key Industries
Aviation  ● Chemicals & Refineries  ● Dairy & Food Processing 
● Drug & Pharma  ● Logistics & Couriers  ● Packaging Industries
● Utility

Double Side 
Laser Marking

SSD-1603LD

SSD-1603PLD

SSDR-1603LD

SSDR-1603PLD

SSD-2403LD

SSD-2403PLD

SSDR-2403LD

SSDR-2403PLD

SSD-4003LD

SSD-4003PLD

SSDR-4003LD

SSDR-4003PLD


